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SUMMARY

A method is presented for calculation of static aeroelastic effects

on wings with supersonic leading edges and streamwise tips. Both chord-

wise and spanwise deflections are taken into account. Aerodynamic and

structural forces are introduced in influence coefficient form; the former

are developed from linearized supersonic wing theory and the latter are

assumed to be known from load-deflection tests or theory.

The predicted effects of flexibility on lateral-control effectiveness,

damping in roll, and lift-curve slope are shown for a low-aspect-ratio

wing at Mach numbers of 1.25 and 2.60. The control effectiveness is shown

for a trailing-edge aileron, a tip aileron, and a slot-deflector spoiler

located along the 0.70 chord line. The calculations indicate that the

tip aileron is particularly attractive from an aeroelastic standpoint,

because the changes in effectiveness with dynamic pressure are small

compared to the changes in effectiveness of the trailing-edge aileron

and slot-deflector spoiler.

The effects of making several simplifying assumptions in the example

calculations are shown. The use of a modified strip theory to determine

the aerodynamic influence coefficients gave adequate results only for the

high Mach number case. Elimination of chordwise bending in the structural

influence coefficients exaggerated the aeroelastic effects on rolling-

moment and lift coefficients for both Mach numbers.

INTRODUCTION

The characteristic low-aspect-ratio thin wings used for supersonic

flight have aerodynamic and structural properties which differ consider-

ably from the high-aspect-ratio subsonic wings for which methods for

obtaining static aeroelastic effects, such as reference i, have proved

to be adequate. When thin wings are subjected to high dynamic pressure,

there are large aeroelastic effects, which may include chordwise as well

as spanwise deflections. Consequently, practical methods are needed to

obtain supersonic aerodynamic influence coefficients and to calculate the

resulting aeroelastic effects.
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Several investigations of effects of chordwise deformations on
aeroelastic effects at supersonic speeds have been made. Oneapproach
is to express the aerodynamic and structur_1 characteristics in equation
form, combine them, and then solve the coml.ined equation for equilibrium
conditions (e.g., refs. 2 and 3). However the equations are only tract-
able for cases in which the structural and aerodynamic characteristics
can be expressed in simplified form. An a[.ternate approach, which is
applicable to more general eases, is to ob-_ain separate sets of structural
and aerodynamic properties in the form of !nfluence coefficients which
define, respectively, the distribution of <_eflections and loads due to a
load or deflection at specified points on a grid network. The resulting
equations for static equilibrium are then solved numerically. Numerical
methods have been developed for obtaining _msteady aerodynamic influence
coefficients for use with flutter analysis (e.g., refs. 4 and 5). How-
ever, these methods which were derived for the more mathematically diffi-
cult problem of determining unsteady aero_amic forces maybe somewhat
cumbersomewhen applied to the static case_ Consequently, the aerodynamic
influence coefficients which appear in this report should be useful for
pseudostatic aeroelastic calculations which occur at frequencies where
unsteady lift effects are small.

In the present report, a method, base_[on linearized potential flow
theory, for the calculation of static aero_[ynamicinfluence coefficients
is presented for wings with swept superson_.cleading edges and streamwise
tips. Both chordwise and spanwise distrib_itions of loads and deflections
are included. A numerical iteration metho,[ for combining the aerodynamic
influence coefficients with a set of struc!_ural influence coefficients to
calculate the resulting load distribution _ver a flexible wing is also
given. The application of this method is illustrated by the calculation
of the rolling performance of several type_ of lateral-control devices
for a low-aspect-ratio thin wing with a supersonic leading edge at Mach
numbersof 1.25 and 2.60.

SYMBOLS

[A]

[B]

CL

aerodynamic influence coefficient natrix

(An element in the ith row and jth column indicates a

load at station i due to an an_le of attack at station j.)

matrix for converting to dimensionless load hoefficients over a

chordwise interval (eq. (9))

lift

lift coefficient, q--_

rate of change of lift coefficient with angle of attack, per

radian



C_

CZp

Cp

[n]

E

[F]

G

AG

[z]

M

S

Sp

U

b

eav

c.p.

k

m

P

rolling-moment coefficient, rolling moment
qSb

rate of change of rolling-moment coefficient with wing-tip helix

angle, _V

pressure coefficient

differentiating matrix used in converting to aerodynamic influence

coefficients (eq. (ll))

modulus of elasticity_ ib/sq ft

structural influence coefficient matrix, streamwise angular

deflection in radians at one station due to an applied load

in pounds at another station

(An element in the ith row and jth column indicates the

angle of attack at station i due to a load at station j.)

dimensionless load coefficient from leading edge of panel to an

F

arbitrary point, cavU

dimensionless load coefficient over an arbitrary chordwise

interval (eq. (9))

spanwise integrating matrix for numerically integrating load

coefficients

Mach number

total wing area including portion blanketed by fuselage, sq ft

area of one exposed wing panel, sq ft

free-streamvelocity, ft/sec

wing span, ft

average chord based on total wing area, ft

chordwise center of pressure in local wing chords

constant obtained from series used for calculating rolling-

moment or lift coefficients for a flexible surface (eq. (20))

cotangent of sweepback angle of leading edge of panel

rolling velocity, radians/sec



q

t

x,y

xI_Yl

xt,Yt

EL

F

A

T

Tt

[]

L J

LiJ

A

E

F

R

dynamic pressure, ib/sq ft

maximum thickness_ ft

longitudinal and lateral coordinates (fig. i)

coordinates of apex of angle-of-attack panel (fig. i)

coordinates of intersection of lealing edge of panel and wing tip

angle of attack, radians

circulation_ sq ft/sec

total aileron deflection_ measured in a plane perpendicular to

the y axis, radians

lateral coordinate in wing semispans

sweep angle, deg

longitudinal coordinate in averag_ wing chords

_(y -y_)

X-X 1

_(Y -Yt)

x -x t

rectangular matrix

column matrix

row matrix

row matrix in which all elements _re unity

Subscripts

antisymmetric

incremental value due to flexibility

flexible case equilibrium value

rigid case value
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S symmetric

Ze leading edge

te trailing edge

tip tip aileron

ANALYS IS

This section is concerned with the method of determining the result-

ant aerodynamic force on a flexible wing with supersonic leading and

trailing edges and streamwise tips due to such initial angle-of-attack

distributions as deflected ailerons and rolling velocities. First, the

manner of obtaining a set of aerodynamic influence coefficients (defined

as the loading coefficient at one station due to a unit angle of attack

at another station) is given. From these coefficients, the aerodynamic

loading and the resultant aerodynamic force due to an arbitrary distribu-

tion of angle of attack in both the spanwise and chordwise directions may

be obtained. Then, a set of structural influence coefficients, which

will be assumed already available in the form of an angle of attack at

one station due to a load at another station_ will be combined with the

aerodynamic influence coefficients to determine an equilibrium angle-of-

attack distribution and resulting aerodynamic force.

Aerodynamic Influence Coefficients

The calculation of the aerodynamic influence coefficients is based

on linearized potential flow theory. First, the equations are determined

for the aerodynamic load coefficients at various regions of the wing due

to a part of the wing, or panel, deflected at l-radian angle of attack

(fig. I). The panel has a supersonic leading edge which extends outboard

at slope m from an apex at an arbitrary point xl,Y l to the wing tip.

Networks of control points which correspond to load coefficient locations

and to locations of apexes of the deflected panels are selected and a set

of load coefficients for each panel location is calculated. These load

coefficients are then converted to aerodynamic influence coefficient form

by suitable superposition of the panels. This superposition is determined

by the coefficients required to numerically differentiate an arbitrary

angle-of-attack distribution.

The equations used for obtaining the load coefficients in the various

regions indicated in figure i due to a panel at a unit angle of attack are

summarized herej while a more detailed presentation is given in appendix A.

The equations are first presented in the form of load coefficients which

are proportional to the stresmwise integration of pressures from the



leading edge of the panel to the desired lo_d point_ x_y. While somewhat
simpler equations could have been written i_. terms of pressure coefficients_
a brief numerical analysis indicated that a considerably larger number of
stations would then have to be used to obtain a given accuracy. This was
particularly true for cases with even moderately swept leading edges.

The load coefficients for points x,y, which are located in regions
affected only by the inboard portion of a p_mel at a unit angle of attack
whose apex is at x1_Ym_can be expressed b_r the following equations:

Region I (T < -i)

G : 0 (i)

Region II (-i <_ T _< i)

(2)

where 0 ! cos-l( ) ! _-

Region Ill (T > i)

2(x-x_)(_m-_)
G = (3)

PCav4_2m2 -

These equations are valid for the three re_ions isolated from the wing

tip (Tt < -i) and may be used to calculate loading coefficients for

arbitrary angle-of-attack distributions fo_ plan forms whose edges are

all supersonic.

For the remaining regions indicated b_ figure i, the loss in loading

due to the side edge must be taken into account. The following equation_

expressed in terms of the distance from th(_ tip of the leading edge of the

panel xt,Yt, represents the loss in loadi_g coefficients for

Regions IV and V (-i ! Tt _ 0)

______.2(x- xl){_ (_m _ Tt)cos.-z[_m + Tt (2_m + I)]
G +

-1 pm

2k/J3m(-Tt) (1 + Tt) (iBm + 1)}

For region VI, which is defined by the equation

(_)

x-x_ > _(_t-_-Y) (_)



7

a separate load coefficient equation is used. For this region, it is

convenient to combine the equation for the loading due to the inboard

portion of the panel with the equation for the tip effect to give

2(Yt-Yz) [_y_-yY--m_c 2(Yt-Yl) I 2Jl Yt Ylj
osh-1 _ Y - Yl

G- _Cav l/ _-?l 1 + _ (6)

The equations that give the load coefficients for a point x,y, which may

be located in various regions with respect to a panel at a unit angle of

attack with an apex at Xl,Yl, are summarized in figure i.

The load coefficient due to a panel at a unit angle of attack on the

right-hand side of the wing center line can be calculated from the previ-

ous equations for all points on both sides of the wing center line which

are not affected by the wing tip on the opposite side from the deflected

panel. For points which are affected by the opposite wing tip, an addi-

tional correction would be required. However, for cases where this

additional tip effect occurs only for points near the tip of the opposite

side of the wing from the deflected panel, the loss in loading will be

small and can often be neglected, and hence, equation (2) can still be

used to obtain the load coefficient. The equation for this region is

included in appendix A in order to determine limiting cases, however.

From the calculated load coefficients for all load stations on the

wing which result from a set of panel stations on one side, the matrix

for the antisymmetric load coefficients [GA] and the matrix of symmetric

load coefficients [Gs] can be formed as follows:

[GA] = [a(x,y,x_,y_)] - [a(x,-y,x_,y_)] (?)

= + (8)

These load coefficients represent loads resulting from the integration of

pressures from the leading edge of a panel to a given load point, x,y.

In order to obtain a chordwise distribution of load coefficient that

can be used in conjunction with the structural influence coefficients,
the operation

is performed for each chordwise interval by subtracting the value of

load coefficient at the back of each interval from the value at the

front of the interval° If desired, the differentiation could be calcu-

lated more accurately through use of polynomial curve fitting (e.g.,

ref. 12). Note that while the reduction of the G load coefficients to

a chordwise incremental form, AG, corresponds to expressing them as
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average pressures over the interval, a smooshing effect has been intro-

duced to make the subsequent numerical integration more accurate than if

pressure coefficients had been used. The ol_ration may be expressed

symbolically by a matrix [B] as

[Ao] = [B][o] (9)

Each column of the matrix [AG] represents the distributed loading result-

ing from a panel such as an aileron at a unit angle of attack. The load

coefficients for control surfaces which do hot coincide with the panel

control points can be determined by interpolation of the panel values

since the variations in these values are generally quite smooth.

The AG panel load coefficients will now be adapted to the deter-

mination of the loading due to a continuous arbitrary angle-of-attack

distribution. The following equation, in which the dimensionless vari-

ables _,_ are used in place of x_y, will be evaluated numerically for

the case of zero angle of attack at the plane of symmetry.

iF te _ [_%e(_l) +_(_l'_l)]d_ d_

where AG*(_,q) is the load coefficient distribution resulting from an

arbitrary angle-of-attack distribution, _(!I,_I). In order for the

AG(_,q,_i,_1 ) function in integral form to correspond to the previously

given AG in matrix form, a chordwise int(rval in _ would have to be

specified. This need not be done explicit]y, however, since the equation

is used only to illustrate the operations ],erformed by the matrices.

In evaluating equation (i0) numerically, it will be convenient to

define a quantity representing the product of the following terms and

operations.

This quantity A; when expressed in terms )f discrete intervals of the

coordinates, is in the form of a load coefficient at one station due to

a unit angle of attack at another station _nd will be called the aero-

dynamic influence coefficient matrix.

[A] = (Ll)

The load coefficient due to an arbitrary angle-of-attack distribution can

then be evaluated by use of a single matrix multiplication.
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The matrix [D] performs the operation _ ( )_e + _I_

numerical differentiation and multiplies by the corresponding integration

intervals d_id_l. The numerical differentiation coefficients used in

this matrix are based on coefficients obtained by polynomial curve fitting

(e.g., ref. 12) of the angle-of-attack curves. The degree of the polyno-

mial employed depends upon the shape of the angle-of-attack curves and

the accuracy desired. Each row of the matrix [D] represents the product

of the integration interval and the coefficients which determine the rate

of change of angle of attack that results from an arbitrary angle-of-

attack distribution. Each column represents the product of the integra-

tion interval and the coefficients of the slopes at the neighboring

stations which produce a unit angle of attack at one station and zero

angle of attack at the remaining stations. Thus_ the aerodynamic influence

coefficient matrix [A] represents the loading which results from a super-

position of panels that give a unit angle of attack at one station and

zero angle of attack at the remaining stations.

A program for calculating the aerodynamic influence coefficients was

set up for an IBM 650 digital computing machine.

Structural Influence Coefficients

For the analysis of this report, the structural influence coefficient

matrix [F] will be assumed available from either experiment or theory in

the form of a change in angle of attack at one station due to a concen-

trated load at another station. Where possible, of course_ it is desir-

able to measure the coefficients directly from the actual structure.

While a number of prediction methods are available (e.g., refs. 6 through

i0), the accuracy depends upon the complexity of the structure and the

plan form. Although prediction methods which will yield angle-of-attack

distributions due to applied loads are adequate for higher aspect ratios,

they may not be adequate for low-aspect-ratio wings where chordwise bend-

ing and root conditions become of greater importance.

Calculation of the Stability Derivatives for a Flexible Wing

In order to determine a particular stability derivative, the sets

of aerodynamic and structural influence coefficients which were obtained

for corresponding points on a plan form must be combined, and the equi-

librium angles of attack and the resulting forces and moments on the

flexible wing must be calculated. The equation for the incremental angle

of attack due to flexibility, _E, which results from an initial arbitrary

distribution of angle of attack for the undeflected or rigid wing, _R,
may be expressed in integral equation form as
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where _F = _R+_E•

Whenthe previously discussed aerodynardc and structural influence
coefficients are used, and a spanwise integrating matrix [I] is intro-

duced for numerically integrating the load coefficients in the final

integration, equation (12) can be expressed in matrix form as

_E} = qS[F][I][AA]I_]_+_E} (13)

The relaxation process described in reference ii, in which the incremental

of attack {_E} is expressed in series form, is used to evaluate thisangle

equation. Once the incremental angle-of-atJ;ack distribution is obtained,

the resulting lift and moment coefficients due to the rigid and incremental

angles of attack can then be expressed in _l analogous series form. The

antisymmetric case will be considered first. The rolling-moment coeffi-

cient due to a rigid angle-of-attack distrf)ution is given by the equation

(14)

Since the incremental angle-of-attack distribution due to flexibility is

small in comparison with the rigid value, a first approximation to the

incremental angle of attack I_E} is obtainel through use of equation (13)

{_}= S[F][I][AA]{_R} (15)

For convenience, the incremental rolling-moment coefficient is defined in

terms of a unit value of dynamic pressure.

C_i = [NJ[I][AA]_ (16)

The loading represented by C%i causes an additional increment in the

angle of attack due to flexibility which i_ determined by

S[F][I][AA (17)

and

Cta = [h][I][AA]'[_ } (18)
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The procedure is repeated so that the rolling-moment coefficient for the

flexible case can then be expressed in series form as

CIF = CZR + Czzq + C_2q2 + C_3q3 + . . . (19)

After the relaxation process is repeated a sufficient number of times,

the ratio of succeeding coefficients, CZn/CZn_z , approaches a constant,
-k. The effect of succeeding terms can then be expressed in analytical

form as CZnq/(l+kq). For instance, if the value of CZ /C_ and the
4 8

succeeding ratios is a constant, the equation for rolling-moment coeffi-

cient can be expressed as

(2o)

An analogous expression for lift coefficient can be obtained in a similar

manner through use of the symmetric aerodynamic influence coefficients

and the following equation.

CL : [l][I][AS]{_} (21)

The value of q = -i/k is the dominant characteristic or eigenvalue

of dynamic pressure of the system of simultaneous equations (eq. 13).

For an unswept or sweptforward wing, i/k is usually negative and repre-

sents the dynamic pressure for which divergence occurs. For a sweptback

wing_ i/k is usually positive, and hence no real divergence speed is
encountered.

NUMERICAL EXAMPLE

Description of Example

Geometry.- The preceding analysis has been applied to the hypothetical

supersonic configuration shown in figure 2. Pertinent geometric charac-

teristics are shown in the figure. Since wing flexibility may have a

major effect on lateral control, the following controls were investigated:

a O.143-semispan full-chord tip aileron, a 0.429-semispan I/3-chord

trailing-edge aileron, and a slot-deflector spoiler with a chordwise

center of pressure assumed to be acting along the 70-percent chord line

and extending from 0.500 semispan to 0.857 semispan.

Aerodynamic influence coefficients.- Aerodynamic influence coeffi-

cients were calculated for two Mach numbers, 1.25 and 2.60j which are

about the limits for which the lifting-surface theory should be useful

for this plan form. The lower Mach number, for which the Mach wave sweep

angle is 36.8 ° and the leading edge is only slightly supersonic, represents
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a condition of large tip effect and interactions amongthe deflected
surfaces. The higher Machnumber, with a M_chwave sweepangle of 67.4°,
represents a condition of only small interaction effects.

While a more complete analysis would have included an approximation
of the effects of wing-body interference, these effects were neglected in
this case since the principal emphasiswas on lateral derivatives for
which wing-body interference is small. The wing-body combination was
replaced by a wing alone extending over the wing area blanketed by the
fuselage. The only portion considered flexible was the part outboard of
the wing-body juncture. However, the aerodynamic interaction effects
between the flexible and rigid portions of the surfaces were still
included.

The exposed plan form was divided into a grid of 19 sections with
equidistant spanwise intervals and 3 equidistant chordwise intervals

(fig. 2). Since the aerodynamic loading vsries considerably near the
tip but is zero at the tip, the farthest o_tboard load station was a
half interval from the tip. In addition, two spanwise intervals were
used for the portion of the wing blanketed by the fuselage. After the
coordinates for the grid were selected, th_ load coefficients [GA] and
[Gs] were calculated from equations (i) through (8) for both load and
deflection locations. The matrix [B] for converting the [G] coefficients
to the increment in load coefficient actini_ over each interval between
adjacent chordwise grid points_ and the ma,rix [D] for differentiating
the angle-of-attack distribution are given in tables II and III, respec-
tively. In determining the matrix [D], th_ numerical differentiation
was calculated in the strea_mise and const_nt percent chord directions
since the wing stations for the influence _oefficients were arranged in
these directions. An examination of the s_ructura! influence coefficients
showedthat the variations in angle of att_ck in the chordwise direction
were less than those in the spanwise direction. Hence_a linear curve
fit of two neighboring points was used to )btain coefficients for angle-
of-attack slopes in the chordwise directiol, while in the spanwise direc-
tion, coefficients for slopes based on a p_raholic curve fit of three
neighboring points (e.g., ref. 12) were used. Since only two neighboring
points were used to determine the slopes i_ the chordwise direction, the
midpoints of the intervals were selected as reference locations for the
slopes. A more detailed description is given in appendix B. The aero-
dynamic influence coefficients were then c_iculated from equations (9)

(ll).

Structural influence coefficients.- _he structural influence coef-

ficients, table I_ were estimated from avsilable measured influence

coefficients of thin structures with somewhat similar plan forms. They

are listed in a dimensionless form that is based on the deflection equa-

tion from plate theory which is applicabi¢ to the relatively thin wings

considered. These coefficients represent typical variations in deflec-

tions of a homogeneous structure wing witk the maximum thickness near the

midchord. The addition of lateral controls to the structure was assumed
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to be such that the structural influence coefficients were unchanged.

The coordinates for the 15 deflection stations were located at 5 equally

spaced intervals from the wing-body juncture to the wing tip and at the

midpoints of 3 equal intervals in the chordwise direction (fig. 2).

Calculation of the stability derivatives.- The rolling effectiveness

of the trailing-edge aileron, tip aileron, and spoiler, and the damping

in roll (CZp), as well as the lift effectiveness (CL_), were evaluated

for a range of dynamic pressures for both Mach numbers through use of

equations (13) through (21). The determination of the spanwise integrat-

ing matrix [I] which appears in these equations is described in appendix B

and listed in table IV. Calculations were also made using simplifications

of the aerodynamic and structural characteristics described in the next
section.

In general, the convergence of the iteration process described in

the analysis section was good in the calculation of results from this

example° For the high Mach number_ only two iterations of the rolling-

moment or lift coefficient ratios described in the analysis section were

needed to define the curves over the range of dynamic pressures shown.

This was the same number required for the high-aspect-ratio configuration

described in reference io For the low Mach number, the number of itera-

tions required depended upon the rigid-wing load distribution. For the

trailing-edge aileron, only two iterations were required, while for the

other quantities, additional iterations were needed up to a maximum of

five for C l when the complete aerodynamic and structural influence

coefficientsPwere used. For all cases, the eigenvalue for the s_nmetric

loading was essentially the same as that for the antisymmetric loading.

Results and Discussion

The calculations made of the lateral-control effectiveness and the

stability derivatives Clp and CL_ over a range of dimensionless dynamic

pressures for Mach nui_bers of 1.25 and 2.60are discussed and comparisons

are made of the results by the complete method with those obtained bY
several aerodynamic and structural simplificationso

Complete method results.- The ratios of stability derivatives for

the flexible and rigid wings are shown in figure 3. The rigid values are

listed in the following table to provide an additional comparison:

CZ
M CL_ Clp 5te ClStip

1.25 4.51 0.405 0.0981 0.0411

2.60 1.62 .197 .0334 .0247

The rigid values shown in the table were obtained by the numerical inte-

gration and were in good agreelaent with corresponding analytical values.
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This comparison indicates that the number of spanwise stations selected

was adequate for this example. Since the c_rdwise locations of centers

of pressure have considerable influence on tile aeroelastic effects, the

centers of pressure of the rigid-wing loadings are also shown (fig. 4).

The centers of pressure near the tip are of greatest interest since the

largest structural deflections occur in this region.

Looking first at the curves in figure 3 for the Mach number of 1.25,

the variations of flexible-rigid ratios with dynamic pressure are con-

siderably different for the various derivatives. The trailing-edge

aileron, with a rigid-wing center of pressure at the 0.83 chord, has the

greatest loss with dynamic pressure. The lo3s for the spoilers, with a

center of pressure at 0.70 chord, is considerably less, and the dynamic

pressure for which control reversal occurs is approximately double that

of the trailing-edge aileron. The quantities whose centers of pressure

for the rigid case are farthest forward (fig. 4), CL_ , tip aileron C%5 ,

and C_p decrease only slightly or even increase in effectiveness. An
examination of the structural influence coefficients shows that the

average rotation about an axis perpendicular to the plane of symmetry at

each spanwise station may be represented aplroximately by an elastic axis

from about 0.30 chord near the tip to about 0._0 chord toward the root.

The changes in rolling-moment coefficient die to flexibility are greatest

when the differences between the approximat_ elastic axis location and

the centers of pressure of the rigid loadin_is are the largest.

The increase in CZ_ with dynamic pressure shown in figure 3(a)

could be quite detriment_l to the rolling p_rformance of configurations

with rolling-control effectiveness that dec_'eases with dynamic pressure.

The factors that contribute to this variati_,n in C_p can be explained
if they are examined in a manner similar to the serles development used

in the calculations. Since the center of p:'essure of the rigid C_p
loading is fairly close to the approximate c_lastic axis, the average

incremental angle of attack due to this loa_[ing is quite small. However,

a significant amount of chordwise bending i_ present and the center of

pressure of the incremental load due to thi3 bending is near the 0.70

chord because of the relatively flexible af_erportion of the wing. This

increment in angle of attack represents pra:tically the total deflection

mode shape at very low dynamic pressures_ ald the resulting increment of

loading will tend to decrease the magnitude of the rolling moment. The

mode shape at higher dynamic pressures can oe visualized if the total wing

distortion is separated into (i) this initill mode shape, for which only

the magnitude will vary with dynamic pressure and which will produce a

rolling-moment increment of opposite sign from the rigid value, and (2)
the additional deflections due to loads and deflections that result from

the initial mode shape and which produce a rolling-moment increment of

the same sign as the rigid value. Since the center of pressure of the

initial mode shape is approximately the sa_e as that of the spoiler, the

additional deflections will yield an increnental rolling moment which is

of equal but opposite magnitude to that du_ to the initial mode shape at

a dynamic pressure approximately the same as that for which rolling-moment



15

reversal occurs for the spoiler. Therefore_ the CZp

ratio will increase to unity at this dynamic pressure.

of dynamic pressure_ the rolling-moment ratio for CZp
than unity.

rolling-moment

At higher values

will be greater

At the higher Mach number, changes with dynamic pressure would be

expected to be similar but less because of the reduction in two-dimensional

lift-curve slope. This trend is shown by the trailing-edge aileron and

spoiler curves whose rigid-wing centers of pressure are the same for both

Mach numbers. However, the values of CL_ , CZp, and tip aileron CZ_ _
all decrease with dynamic pressure because the centers of pressure of

the rigid loadings are farther aft than for the low Mach number.

Aerodynamic simplifications.- In order to determine under what

conditions simplifications of the lifting-surface theory could be made_

the following two simplifications were investigated. One simplification

used was to assume that the magnitude of the load at each station depended

only on the local angle of attack and was equal to the loading obtained

at that station if the entire wing was at the same angle of attack. Thus

the aerodynamic influence coefficient matrix was a diagonal matrix with

values equal to those for the wing at a unit angle of attack. The results

obtained from these values will be referred to as modified strip theory

results. An additional simplification of the modified theory was made

by letting the three aerodynamic coefficients at each spanwise station be

of equal value_ but leaving their sum the same as in the previous case.

Thus, the chordwise distribution of loading would be proportional to the

local angle of attack, which is analogous to the two-dimensional case.
Results obtained from this additional modification will be referred to as

simplified strip theory results.

Comparisons of the flexible-rigid ratios from the modified strip

theories with those from the complete aerodynamic theory are shown in

figure 5o At the lower Mach number, the values of rolling-moment and

lift coefficient ratios from the strip theories are seen to be much less

than those from the lifting-surface theory. This discrepancy is par-

ticularly true for the simplified strip theory case which underestimates

the values of CZp by approximately 50 percent at the higher dynamic
pressures. As mentioned previously; the effect of the tip as predicted

by lifting-surface theory is to reduce the loading near the tip_ with

the greatest reductions occurring over the afterportions. Hence, if a

strip theory based on a constant angle-of-attack distribution is used,

the results will underestimate tip effects due to wing distortions since

these angle-of-attack distributions are concentrated more toward the tip.

Thus the incremental rolling moments due to flexibility predicted by the

strip theories will tend to be larger so that the resultant rolling-

moment ratio will decrease more with dynamic pressure. Another reason

for the deviations in C z is that the chordwise center of pressure of

the rigid loading from th_ strip theories is farther aft than that from

lifting-surface theory and therefore it is farther from the approximate

elastic axis.
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The modified strip theory results for (L_ show good agreement with

the lifting-surface theory even for the lower Mach number, since the rigid-

wing loadings are the same for the two theories and the variation of

CL_F/CL_ R with dynamic pressure is small for this rigid-wing center-of-

pressure location as it is close to the appr(ximate elastic axis. How-

ever, the center of pressure of the rigid CL_ loading predicted by the

simplified strip theory is a little farther aft than that predicted by

lifting-surface theory; therefore, a slightly greater reduction of

CL_F/CL_ R with dynamic pressure occurs. For the trailing-edge aileron_

predictions of reversal dynamic pressure obt_ined by use of the modified

strip theories are about 25 percent lower th_n those predicted when

lifting-surface theory is used.

At the higher Mach number, good agreeme1_t is obtained between the

strip theory and lifting-surface theory results because the tip and other

aerodynamic interaction effects extend over only small spanwise portions

of the wing.

Structural simplifications.- To get an ndication of the importance

of chordwise bending for this case, a simpli::ication of the structural

matrix was made by assuming that each spanwi_e section rotated in the

streamwise direction as a unit. Then, each :_oad was assumed to produce

an angle of attack at a spanwise station equ_l in magnitude to the

average of the values of the deflections at _he three chordwise stations.

Comparisons of the flexible-rigid ratio_ with and without chordwise

bending are shown in figure 6. At both Mach numbers, neglecting chord-

wise bending makes an appreciable difference in the aeroelastic effects.

The aileron reversal dynamic pressure is underestimated by about 15 per-

cent while decreases in CZp and CL_ also o_cur in both cases. The
reason for this trend can be explained as follows: An examination of

the structural influence coefficients (table I) indicates that the

structure is relatively flexible over the afterportion of the wing in

that deviations from the average deflection tend to be greater in the

afterregions and also loads applied to the sfterportions produce greater

deflections. At low dynamic pressures, the average value of incremental

angle of attack due to deflections will be the same for the two cases

with and without chordwise bending, but the angle of attack will be

concentrated farther aft for the chordwise tending case. These angles

of attack will produce approximately the sa_e increment of rolling-moment

coefficient which will tend to counteract the originally applied load.

However, as dynamic pressure is increased_ _hese incremental loads will

produce an additional angle-of-attack change. For the case where chord-

wise bending is neglected_ the latter angle-of-attack increment will be

smaller than the complete structure case sirce the loads are smaller over

the afterportion of the wing. Consequently, the loading resulting from

the latter angle of attack, which is in the direction of the originally

applied loading7 is smaller than the comple%e structure case. Thus the

rolling-moment coefficient ratio will decrease more at the high dynamic
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pressures when chordwise bending is neglected. The lifting-surface

effects of Mach number are relatively small in this comparison since_ as

may be determined from figure 6_ the values of the flexible-rigid ratios

for the cases with and without chordwise bending are approximately the

same for equal values of the parameter q/_. This parameter takes into

account the differences in two-dimensional lift-curve slopes for the two
Mach numbers.

It is of interest to note that_ when chordwise bending is includedj

the magnitude of the constant k is greater since the corresponding

chordwise angle-of-attack distribution and load distribution are farther

aft and hence a larger deflection and load occurs. Thus the resulting

contribution of the chordwise bending in this case is to reduce the

possibility of a divergent condition. For a case with the largest deflec-

tions toward the forward part of the wing, a trend toward divergence

would be expected.

CONCLUDING_KB

A method has been presented for calculating lifting-surface aero-

dynamic influence coefficients for swept wings with supersonic leading

edges. Through use of these aerodynamic influence coefficients, together

with a set of structural influence coefficients_ aeroelastic effects were

calculated for an example low-aspect-ratio wing for Mach numbers of 1.25

and 2.60. An evaluation of results from these example calculations for

several lateral controls and stability derivatives has led to the

following conclusions:

io Comparisons of results from a modified strip theory with those

from the lifting-surface theory indicate that the modified strip theory

was satisfactory for the high Mach number case_ but inadequate for the

low Mach number case. A large part of the discrepancy was due to the fact

that the modified strip theory did not predict with sufficient accuracy

the chordwise distribution of loading near the tip which resulted from

the wing deflections.

2. For this example, neglecting chordwise bending tended to predict

greater reductions in rolling-moment and lift coefficients with dynamic

pressure than when the complete structural characteristics were used.

3. The trailing-edge aileron had the greatest loss in effectiveness

of all the controls studied and resulted in a relatively low reversal

speed. The loss in lateral-control effectiveness of a slot-deflector

spoiler was considerably less, having a reversal dynamic pressure
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approximately double that of the trailing-edge aileron° The tip aileron
had the least variation in control effectiwmess with dynamic pressure_

and at the lower Mach number the effectiven,_ss actually increased at

high dynamic pressures.

Ames Research Center

National Aeronautics and Space Administration

Moffett Field, Calif., Jan. 21, 1959



19

APPENDIX A

DERIVATION OF EQUATIONS FOR AERODYNAMIC LOADING

The equations for the loading due to the wing panel at l-radian angle

of attack shown in figure i will be developed. This development is

equivalent to the determination of the loading due to an aileron deflec-

tion for various regions over a wing including the regions of interaction

effects between the inboard end of the aileron and the tip. Linearized

potential flow theory is used. While, of course, part of this develop-

ment has been given in the literature previously, the derivation of all

the equations is indicated for completeness. In determining the result-

ing loads due to an arbitrary angle-of-attack distribution, it was found

desirable to express the aerodynamic coefficients in terms of circulation

coefficients rather than pressure coefficients_ since the total load could

then be obtained with greater accuracy provided a sufficient number of

control points were used to define the angle-of-attack distribution. This

was particularly true for cases with swept leading edges.

The equations for the pressure on the top surface for the inboard

portion of a panel at l-radian angle of attack were given in reference 13

and are expressed by the notation shown in figure i as

_Cp : o (_ < -i) @u)

2_m -i i - _mT
- cos (-i< • < l) (_)

_Cp _J_2m2 -1 _m - T -- --

_i{1 -_mT_
where 0 < cos <- _-_--_/ _< _.

2_m (m > i) (A3)
_Cp - 4_ 2m2 _ I

The last equation represents the pressure over the portion of the panel

which is undisturbed by either edge.

To get the dimensionless load coefficient G : F/UCav between the

leading edge of the panel and a point (x- xl), the following equation

was used to integrate the previous equations in the streamwise direction.

G i F x-xl: -- Cpd(X - x_)
Car _(X - Xl)ze

(A4)
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The equations for the load coefficient become

a = 0 ('I- < -ii (AS)

2(x-xl) {I _m-_ -11-_m_
G - _a-_ kw_mma -1 cos _m-"i

1
(-iS_!l)

(A6)

2(_-x_)(_m-_)
G = (T > i) (AT)

_CavJ_am 2 - I

Equations (A5), (A6), and (A7) can be used t) calculate the load coeffi-

cient distribution due to an arbitrary angle-of-attack distribution over

plan forms whose edges are all supersonic.

In order to obtain the loading over the portions of the panel near

the tip, an additional term is needed which _ill be expressed as a correc-

tion to the load coefficient previously obtained for the inboard section

of the panel. The method of Eward (ref. 14) was used in which the

effect of the subsonic edge is obtained by s cancellation of a portion of

the integration over the wing surface in the equation for the velocity

potential. The dimensionless load coefficient C(x,y)_ which is propor-

tional to the loading from the leading edge to the point x,y, is defined

in terms of the velocity potential and circulation function as follows:

G - r _ 2m (A8)
Ucav Uca v

For regions where no interactions exisl between the Mach line

reflected from the tip and the inboard end (f the panels (regions IV and

V in fig. i)_ the area of integration is shown in the following sketch.

xt ,Yt
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The loss in load coefficient due to the tip was expressed by evaluating

the load coefficient obtained from integrating over the shaded area shown

in the sketch and subtracting from it a value obtained for the panel

without the free edge.

G = 0 (mt < -i) (Ag)

2(X-Xl) {_(_m_ mt)cos-iI_m+_t(2_m+l) ]G = _ C:v-_ -2m--_" i _t - _ +

2_m(-mt)(l+ mt)(_m+l)_ (-i < Tt __ O)

where 0 __ cos-l( ) __ _.

(AlO)

An additional modification of the tip effect must be made for cases

where the inboard edge of the panel is relatively close to the tip so

that the reflected Mach line from the tip intersects the inboard edge.

This condition is given by the equation

X-Xm > _(2Yt-yl-y) (All)

The region of integration is shown in the following sketch. An examina-

tion of the sketch shows that the values of load coefficient for a

:I::l = I
_=0

Xt' Yt

point x_y in region VI of figure i are the same as the load coefficient

at the boundary between regions V and VI for the same value of y. The

load coefficient from the leading edge to a point in region VI can be

obtained by substituting the value of the boundary

x -x_ = _(2yt -y_-y)
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into equations (A6) and (AIO). These equati(,ns can then be combined to

give

S _ 2 yt j2 ytylrYl -l '

_C-a_ cosh y _ y_ i +2 l-y t

Note that this equation is independent of the leading-edge sweep angle

as may be seen from the area of integration :_hown in the previous sketch.

The equations for the various regions sh)wn in figure i are summarized

in the main body of the report.

For cases with very low aspect ratios and leading edges just slightly

supersonic, another equation must be developed for points on the opposite

side of the wing panel from the deflected pmnel which are affected by the

panel and which are defined by the equation

x-xl > _(2Yt+Y1+?) (AI3)

The area of integration is indicated by the shaded region in the follow-

ing sketch.

x,-y I

xt,Y t

The load coefficient obtained for this region is
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_Cav k\_eme - IJ mx + y

+

2_(Yt - Y) [mx + _m(Y + Yl - 2Yt) + Yl]_l/a- _m + i " - (y - Yl )c°sh-1 2 (Yt -Yl)yt- Yl i_

Fortunately, for most cases, including the lowest Mach number case con-

sidered for the example used in this report, the effect of the opposite

wing tip from the deflected panel is small, and the load coefficient for

this region may be obtained by using equation (A6). This approximation

results in including the effect of the extra triangular area near the

apex of the panel shown in the previous sketch.
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APPENDIX B

DIFFERENTIATING AND INTEGRATI]_G FACTORS USED

FOR NUMERICAL EXA_E

Two sets of numerical coefficients wilk be evaluated for the deter-

mination of the loading over the flexible w:.ng: (i) the differentiating

matrix [D] for differentiating the angle of attack (eq. (ii)), and (2)

the spanwise integrating matrix [I] for int,_grating the loading coeffi-

cients (eqs. (13), (14), and (21)).

Differentiating Matrix [D]

This portion of the appendix will be c)ncerned with the method used

to convert the panel incremental load coeffLcients to aerodynamic influence

coefficients (eq. (ii)), that is, coefficie:its of the form of the incre-

mental load coefficient at one station due _o a unit angle of attack at

another station, the angle of attack of all other stations being zero.

This will make the aerodynamic coefficients compatible with the struc-

tural influence coefficients which are expressed as an angle-of-attack

distribution. The angle of attack at one s_ation will be defined in

terms of the slopes of the neighboring points in both the chordwise and

spanwise directions from which the resultin_ loading may be obtained by

use of panel angle-of-attack coefficients. Polynomial curve-fitting

methods were used to obtain the slopes (ref. 12), with the degree of the

polynomial depending on the accuracy desire l.

For the example case, the angle-of-attack variations in the chord-

wise direction were much less than those in the spanwise direction so

that simpler coefficients were used to express the variations in the

chordwise direction. The chordwise variati)ns will be considered first.

Three equally spaced intervals were used fo_ the exposed portion of the

wing panels (fig. 2). Since the [2_3] coefficients represent loadings due

to a panel at a unit angle of attack extending rearward, the arbitrary

angle-of-attack distribution is first converted to an incremental angle-

of-attack form starting from the leading edge (i.e., coefficients consist-

ing of the slopes at each interval times th_ interval are formed). For

this case the increments can be expressed simply as

d_

Denoting the leading edge of front, mid, anl rear intervals by the sub-

scripts f, m, and r, respectively, the incremental angles of attack may
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be written as

= -C_m+ _r

The left-hand side of equations (BI) denotes a chordwise row location in

table Ill, while the right-hand side indicates a chordwise column loca-

tion and gives the multiplying factor to be combined with the appropriate

spanwise coefficient which will now be evaluated.

For the spanwise variation, the eight control stations used for the

angle-of-attack and slope locations are given in the following table.

Station

at

d_/d_ at

0 i 2

0 0.143 0.286

0 .143 .286

3 4 5 6 7

0.429 0.572 0.715 0.858 1.000

.429 .572 .715 .858 .929

The outboard station for the slope was chosen at a half interval from the

tip since the value at the tip would have no effect on the aerodynamic

load. The first three angle-of-attack stations denote the portion of the

wing blanketed by the fuselage and are used only for angle-of-attack

distributions for the rigid case. Hence, the values given in table IIl

apply only for cases where no chordwise variation in angle of attack

occurs for these three stations. The slope at each station was obtained

by passing a parabola through three adjacent spanwise stations and dif-

ferentiating the result. The resulting coefficients consisted of the

slope times the appropriate interval [_(d_/d_)], and are listed as

follows:

= _ - _So+2_ l -

'rl - 2+7
l

_A d_ 2 _i cc3,1 = - 'V + 7 > (B2)

= .-i- + _.-_Z_
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The left-hand side of equations (B2) indicales a spanwise row location in

table III, while the right-hand side denote_ a spanwise column location

and the corresponding spanwise coefficient to be multiplied with a chord-

wise coefficient given by equations (BI).

Integrating Matrix [I]

The matrix [I] represents a spanwise iz,tegrating matrix for summing

the load coefficients (eqs. (13), (14), and (21)). Simpson's rule factors

(e.g., ref. 12) which are based on passing _.parabola through three

adjacent points, were used to integrate over the interval from q = 0

to q = 0.858. In order to better approxim_te the shape of the loading

over the interval from _ = 0.858 to the tip, an equation of the following

form was used to obtain the integrating factors.

-- ko(Z - + kl(1- ,l) 3/=

The constants ko and k z were evaluated in terms of the value of G(q)

at q = 0.858 and 0.929. The integration constants were then determined

from the above equation. The integration c(nstants for the entire span_

including the appropriate interval, are given in table IV.
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U (Shaded portion of wing indicates

a panel at I radian angle of

attack.)

Y

I

Xt_ Yt

Mach

Figure i.- Coordinate system and regions of influence for panel at angle
of attack.
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Figure 2.- Geometric characteristics of numerical example.
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1.6

Lifting surface theory

Modified strip theory

Simplified strip theory
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Figure 5.- Comparisons of lifting surface theory results with strip

theory results.
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1.6

Complete structura: matrix

Structure without chordwise

bending
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Figure 6.- Effect of chordwise bending on rolling and lift effectiveness.
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